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Banded Shades for Light 
and Privacy
Astirium™ roller shades are popularly known as “banded” 
shades because of their ability to quickly and easily adjust 
levels of light and privacy for your needs throughout the day. 
The soft, alternating sheer [see-through] and solid [non 
see-through] horizontal bands/vanes provide visual security 
and protection from damaging UV light and glare. The shades 
come in a wide array of fabric styles, textures, and colours with 
light filtering or room darkening selections. The low profile [2 
3/4”] cassette and the narrow aluminum bottom bar create a 
minimalist look and feel.

Astirium™ roller shades come with an array of customization 
options such as shade widths from 20” to 102” and lengths of 
up to 108”, light filtering or room darkening with your choice 
of whisper quiet Lutron or cost-effective Gaposa motors. 
Both are supplied with 24 volt DC wired motors or wireless, 
battery powered options. The Astirium™ shading system can 
be controlled by a wall switch or hand held radio frequency (RF) 
remotes. Lutron and Gaposa motors can integrate with 3rd 
party home automation systems via optional RS232 interface 
modules.

LOUVOLITE
Ashton Road, Hyde

Cheshire, SK14 4BG, England.

Tel: 0161-882-5000

Fax: 0161-882-5009

Max width: 2.2m
Max drop: up to 2.5m (fabric dependant)
Max area: up to 5.5m² (fabric dependant)

SYSTEM 40® VISION® SYSTEM
WITH THE 70mm FULL FASCIA CASSETTE

System 32/40® 70mm 
Full Fascia Cassette

Code: RM2108 System 40® Slide-Lock® 
Control End
Code: R3050-SL1 

System 40® 
Universal Bracket 

Part of the R3050-SL1

Plunger End
Part of the R3050-SL1

Full Fascia 
Bracket Cover
Code: RM2138

Bottom Bar Tube

Vision Aluminium Bottom Bar
Code: R8130

white, beige, black, anthracite 
grey, chrome, bronze and satin

Operating Chain

Easy Break Connectors
(Additional option)

88mm

Cassette Top Fix Brackets - spring 
Code: R3306

Cassette Top Fix Extension Brackets 
Code: R3309

Cassette Face Fix Brackets - spring 
Code: R3307

Wrapped Full Fascia 
Bracket Cover

Code: RM2139

• Designed and manufactured in
the UK, all Louvolite systems are
10 year life cycle tested to ensure
long lasting performance.

• Vision® blinds allow great light
control, a view and privacy
without being fully raised.

• For Vision® blinds up to 2.2m
wide, with a 9lb maximum holding
weight.

• System 40® Slide-Lock® combines
heavier holding weights with
anti-fray features that ensure
enhanced blind performance.

• Improved chain location for quick
and easy on-site adjustment.

• Manufactured using high quality
engineering grade polymer.

• Universal brackets and a spring
idle end plunger enable easy and
quick installation.

• Locking plug inside clutch
ensures continued performance
of larger blinds.

• Can be motorised using Louvolite
One Touch® Lithium rechargeable
motor (R1710) or hard wired a/c
motor (R1725).

• Colours available: Slide-lock
set: white, beige, black and
anthracite grey; 70mm fascia and
bracket covers: white, black and
anthracite grey.

LP Locking Plug

40mm Aluminium
Tube Double Slot

AT 

Vision Bottom Bar End 
Caps and ‘Inner Bush’ 

Adaptable  
Softened Vanes
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XSDC3EZ030B 532/20.94 
XSDC3EZ226B 553/21.77

XSDC3EZ030RO 532/20.94

XSDC3EZ226RO 553/21.77

XSDC3EZ030RO
XSDC3EZ226RO

XSDC3EZ030B 
XSDC3EZ226B

12 VDC

6 min

434.15 MHz

IP30

-10°C / +40°C

III

XSDC3EZ030B XSDC3EZ226B

XSDC3 EZ B

A

A

ø 45mm

XSDC3EZ030RO XSDC3EZ226RO

.05in

.05in

0.35mm

0.35mm

ø 37.30mm ø 0.98mm

ø 0.98mm

Model A

Model A

Voltage

Duty rating

Radio frequency

Protection

Working temperature

Insulation class

Torque

Speed

Power

Current

Limit switch

Max turns

Models

ULTRA QUIET MOTORIZATION

1.1 Nm

30 rpm

15 W

1.40 A

Electronic

70

2 Nm

26 rpm

18 W

1.60 A

Electronic

70

Built-in radio

receiver

Button for programming 
& sleep mode

Button for
programming
& sleep mode
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Embedded rechargeable
Li-Ion battery motor

Electronic encoded type with built-in 
radio receiver and Li-Ion battery

Integrated antenna

Charging cable

Integrated charging
socket

Alternative motor head with integrated 
antenna and charging plug also available:
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